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INSTALLATION INSTRUCTIONS
MODEL: 500 ROLLING GRILLE DOORS

MORENO VALLEY, CA 92553

ALL PORVENE PRODUCTS MUST BE INSTALLED BY A LICENSED QUALIFIED PROFESSIONAL DOOR COMPANY TO
QUALIFY FOR OUR WARRANTY. INSTALLATION WITHOUT PROPER TOOLS AND KNOWLEDGE CAN RESULT IN PERSONAL
INJURY. THIS PAMPHLET IS DESIGNED TO ASSIST A PROFESSIONAL IN THE INSTALLATION OF PORVENE MODEL 500
SERIES DOORS. SAFETY IS FOREMOST. INSTALLATION SHOULD BE EXECUTED BY LICENSED QUALIFIED DOOR
PROFESSIONALS. INSPECT ALL OF THE SHIPPED PARTS AND ACCOUNT FOR EVERYTHING BEFORE COMMENCING ANY
WORK. FOR QUESTIONS AND TECHNICAL ASSISTANCE, CONTACT THE PORVENE ENGINEERING DEPARTMENT.

USE PORVENE DOORS PARTS ONLY - ALL OTHERS SHALL VOID WARRANTY

MAIN OFFICE & MANUFACTURING PLANT
14241 GRANT STREET
MORENO VALLEY, CA 92553
TOLL FREE TEL: (877) 906 - 3999
TOLL FREE FAX: (877) 343 - 6677

DISTRIBUTION CENTER
4119 SOUTH MARKET COURT
SACRAMENTO, CA 95834
TEL: (916) 437- 0401
FAX: (916) 437- 0403
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1 |TENSION WHEEL ASSEMBLY VARIES 11 | GRILLE CURTAIN VARIES 21 | REDUCED DRIVE CHAIN DRIVE VARIES
2 |TENSION WHEEL PIN 460664 12 | ALUMINUM BOTTOM BAR VARIES 22 | MOTOR VARIES
3 |[HEADPLATE (DRIVE SIDE) VARIES 13 | HEAVY DUTY BOTTOM BAR VARIES 23 | MOTOR MOUNT BRACKET VARIES
4 |HEADPLATE (TENSION SIDE) VARIES 14 | MILLER SAFETY EDGE VARIES 24 | TAKE-UP REEL VARIES
5 [WALL ANGLE VARIES 15 | NYLON SLIDER VARIES 25 | HAND CHAIN KEEPER 420405
6 |[BETWEEN JAMB STEEL TUBE | VARIES 16 | REMOVABLE STRIKE VARIES 26
7 |ALUMINUM GUIDES VARIES 17 | REMOVABLE HEADSTOP VARIES 27
8 |BARREL ASSEMBLY VARIES 18 | MANUAL HOOK VARIES 28
9 |STARTER SLAT (20GA.) VARIES 19 | HOOD SUPPORT BRACKET VARIES 29
10 |CURVED SLATS VARIES 20 | HOOD (24 GA.) OPTIONAL VARIES 30
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STEP 1 - PREPARATION

1.1 CHECK THE WIDTH AND HEIGHT OF THE DOOR
OPENING WITH THE PACKING LIST.

1.2 CHECK IF THE DOOR JAMBS ARE PLUMB.

1.3 CHECK IF THE FLOOR AND HEADER ARE LEVEL.

1.4 CHECK DIMENSIONS FOR APPROPRIATE SIDE ROOM
AND HEADROOM REQUIREMENTS.

1.5 THE WALL ANGLES IN STEP 2 MUST BE INSTALLED
PLUMB AND LEVEL TO EACH OTHER EVEN IF JAMB IS
NOT PLUMB AND FLOOR IS SLOPED.
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STEP 2 - WALL ANGLES

2.1 EVENLY SPACE WALL ANGLES OUTSIDE OPENING SO
THAT THE DISTANCE BETWEEN THEM IS AS SHOWN
BELOW.
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GUIDE TYPE "L” DIMENSION
ALL BARREL + 17

2.2 FASTEN THE WALL ANGLES TO JAMBS ACCORDING TO
THE FOLLOWING TABLE:

JAMB FASTENER *

STEEL DRILL 5/16" DIA. HOLES FOR 3/8" SELF
TAPS. DRILL 27/64" DIA. HOLES AND TAP
1/2"-13 FOR 1/2" BOLT.

WOOD LAG BOLTS 3/8" X 3"

CONCRETE | EXPANSION BOLTS, 1/2" X 3"

TUBE ASSEMBLED IN FIELD, TUBES ARE
BETWEEN |DRILLED AND TAPPED BY PORVENE
JAMB DOORS. USE ALLEN BUTTON HEADS
BLOCK OR |THRU-BOLTS OR ALL THREAD 1/2"

BRICK
*NUMBER AND SIZE OF FASTENERS MUST MATCH SLOTS
PROVIDED IN WALL ANGLE

STEP 3 - BARREL ASSEMBLY

RIGHT HAND OPERATION SHOWN THROUGHOUT. LEFT
HAND OPPOSITE.

3.1 FIT DRIVE SIDE HEADPLATE ONTO DRIVE AXLE OF
BARREL AS SHOWN BELOW. THE DRIVE END OF THE
BARREL HAS NO AXLE BEARING AND NO
COUNTERBALANCE SPRING. THE DRIVE SIDE
HEADPLATE HAS A BALL BEARING ATTACHED.
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3.2 FIT TENSION SIDE HEADPLATE ONTO SPRING AXLE AS
SHOWN BELOW. THE SPRING END OF THE BARREL HAS
A BEARING AND A COUNTERBALANCE SPRING. THE
SPRING SIDE HEADPLATE HAS NO BEARING.

3.3 FIT TENSION WHEEL ONTO SPRING AXLE AND INSERT
KEY. DO NOT INSERT LOCKING PIN OR TIGHTEN
SETSCREW AT THIS TIME.

TENSION

LOCKING PIN —/SIDE
HEADPLATE
S
|
|
| SPRING
SPRING AXLE | END OF
SETSCREW | BARREL
TENSION WHEEL |

CAUTION|KEY MUST BE COMPLETELY INSERTED INTO
TENSION WHEEL OR DAMAGE AND INJURY COULD
OCCUR.







